
Netz-Ladeteil

12V DC / 130 Ah

012170

Anschluss

LED-Anzeige

LED-Anzeige

Kabeleinführungen mit
zentralem Schirm- und
PE Anschluss

Akku-
befestigung

2x Akku-

Anschlusskabel
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Gehäuse ZG4

Art.-Nr. 012171
für Netz-/Ladeteil 12 V DC / 130 Ah
Art.-Nr. 012170

E Netzteil und Akkusinbau

Netzteil:

Akkus:

Montage-Anschluss-Anleitung des Netzteils

Dual lock Druckverschlüsse

Siehe
(Art.-Nr. 012170, P00224-10-002-xx, Kapitel 2 und 3).

Bei Bedarf (055280) zur
Befestigung der Akkus auf den Gehäuseboden kleben
(min. 2 pro Akku, siehe Abbildung unten).
Die Gegenstücke werden passend dazu am Akku befestigt.

Werden 2 Akkus aufeinander gestellt, wird der obere mittels
den Druckverschlüssen auf dem unteren befestigt

.(siehe Abbildung rechts)

VdS-Richtlinien

Die in der Energieversorgung eingesetzten Akkus müssen aner-
kannt sein. Es dürfen nur Akkus gleichen Alters und aus der
gleichen Fertigungsserie verwendet werden.

Die Akkus mittels Druckverschluss befestigt werden.müssen

Anschlussplan

Beispiel: 2 aufeinander gestellte 65 Ah Akkus

Technische Daten

Material 2 mm Stahlblech, pulverbeschichtet
Abmessungen B x H x T 580 x 640 x 300 mm
Gewicht 28,5 kg (leer)
Farbe grauweiß (ähnlich RAL9002)

LED-Anzeige

Netz (grün)

Störung (gelb)

Leuchtet, wenn Netzspannung
vorhanden

Leuchtet bei Netz- oder Akkustörung

Netzstörung: Akkustörung:

- grüne LED aus - grüne LED leuchtet
- gelbe LED leuchtet - gelbe LED leuchtet

Unterscheidung zwischen Netz- und Akkustörung:

Dual lock, flexibler Druckverschluss
Art.-Nr. 055280 (Zubehör, nicht im Lieferumfang enthalten)
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Mains/charger unit

12V DC / 130 Ah

012170

Connection

LED indicator

LED indicator

Cable entry with

shielding connection and

protective conductor

Fixing the
accumulator

2 accumulator

connection cables
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Housing ZG4

Item no. 012171

for mains/charger unit 12 V DC/130 Ah
Item no. 012170

Installation mains unit / accumulators

Mains unit:

Accum.:

Mounting and Connection Instructions of the
mains unit
See

(item no. 012170, P00224-10-002-xx, chapter 2
and 3).

If necessary, use Dual Lock fasteners 055280 to fix the
accumulators to the bottom of the housing (min. 2 per
accumulator, refer to fig. below).
Fix the appropriate counter-pieces onto the accumulator.

If 2 accumulators are to be used and mounted one on top
of the other, you must use fasteners to fix them together
(refer to fig. on the right).

VdS guidelines

The accumulators used in the power supply must be approved.
For parallel switching, only accumulators of the same age and
from the same production series are allowed to be used.

The accumulators be fixed using Dual lock fasteners.must

Connection diagram

Example: Two 65 Ah accumulators mounted
one on top of the other.

Technical Data

Housing
Dimensions WxHxD 580 x 640 x 300 mm
Weight 28,5 kg
Color grey white (similar to RAL9002)

2 mm sheet steel, powder-coated

LED indication

Netz
Mains (green)

Störung
(yellow)Fault

Lights up during power on

Lights up during
mains fault or accum. fault

Mains fault: Accumulator fault:

- LED green: blank - LED green: lights up
- LED yellow: lights up - LED yellow: lights up

Difference between mains fault and accumulator fault:

Dual Lock reclosable fasteners
Item no. 055280 (Accessories, not included in scope of delivery)
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connecting cable
provided

Indicator pcb
front panel

Output

SE

Fault

Fault

+12 V DC

0V

Mains

Fault U_ext.

!U_bat<

Test

U_bat < 10.5 V

0 V

Reset key

Mounting and Connection Instructions

Subject to change
without notice

Honeywell Security Group
Novar GmbH
Johannes-Mauthe-Straße 14
D-72458 Albstadt
www.honeywell.com/security/de


