
Montageanleitung

Art.-Nr. 013043

Rückwand flach
(weiß)

Art.-Nr. 013044

Art.-Nr. 013045

(grau)
(schwarz)

passend zu:

- LED Bedienteile für
MB-Secure

- LED/LCD Bedienteile für
MB-Secure
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� Montage:

Die Rückwand kann als "Bohrschablone" verwendet werden.

- Schrauben Sie die Rückwand an den mit gekennzeichneten Stellen auf einen sicheren Montage-
untergrund.

Montage mitAbreißsicherung:

- Abreißsicherung an festschrauben.

- Haltestege auftrennen.
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Befestigungsbohrungen

Kabeleinführungen

Deckelkontaktbetätigung und Abreißsicherung

Wandbefestigung der

Haltestege

Halter für Kabelbinder zur

Abreißsicherung

Zugentlastung

� Rückwände aneinander reihen

Dazu die beigefügten Abstandshalter von vorn in
die dafür vorgesehenen Aussparungen stecken.

Bei montierten Fronteinheiten sind die

Die Abstandshalter verbleiben auch nach der
Montage in der Rückwand.

Abstands-
halter vollständig abgedeckt.

Abstandshalter
aufgesteckt

Aussparungen

Aneinander gereihte Rückwände (horizontal
und/oder vertikal) müssen in einem korrekten
Abstand montiert werden.



Mounting Instructions

Honeywell Security Group

www.honeywell.com/security/de

Novar GmbH
Johannes-Mauthe-Straße 14
D-72458 Albstadt Subject to change

without notice

Case back low

Item no. 013043 (white)
Item no. 013044

Item no. 013045

(gray)
(black)

for

- LED Keypad for
MB-Secure

- LED/LCD Keypad for
MB-Secure
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Fixing holes

Cable inlets

Cover contact activation and tear-off protection

Wall mounting of tear-off protection

Retaining connectors

Cable tie anchor point for pull relief

The housing bottom can be used as a "drilling template"

- Screw down the housing bottom at the spots marked on a firm mounting substrate.

Mounting with tear-off protection:

- Screw down the tear-off protection at .

- Disengage the retaining connectors .
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4.4 Array case backs

Place the enclosed spacer blocks in the gaps
provided for them, from the front onwards. The
spacer blocks will remain even after being mounted
in the case back.

The spacer blocks will be completely covered when
the keypad fronts are mounted.

Spacer blocks in place.

Case backs that have been arrayed (horizontally
and/or vertically) must be mounted with correct
spacing.

Spacer blocks
in place

Recesses


