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« Versatile connectivity: HDMI, DisplayPort, VGA, DVI, CVBS, Component
« Daisy chain availability: DisplayPort, RS-232 and IR
« IR looping allows easy control via remote controller

« USB playback: USB plug and select on OSD for media content play function
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Weight
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Max. Resolution
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Disply Colour
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VGA

DVI

HDMI

DisplayPort
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DVI-I
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LAN
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Audio In
Audio Out
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Power Requirements
Consumption

Temperature

Humidity

Temperature
Humidity

VESA FPMPMI

w/o Base (W x Hx D)

Packaging (W x Hx D)

w/o base
Packaging

Supplied

LED-Backlit TFT LCD (IPS Panel)
74.5”

3840 x 2160 (UHD)

0.429 mm

410 cd/m?

1,200:1

178°/178°

1.07B

4ms

32 kHz -91 kHz
56 Hz-75Hz

15-Pin D-Sub

24-Pin DVI-D

HDMI2.0X 3

DisplayPort 1.2a

RCA

RCA (Share with component Y)
USB 2.0x 1, Service Portx 1

DisplayPort 1.2a
DVI-D

2.5mm Jack
RJ45
3.5mm Jack

Stereo audio jack for video (RCA) x 2,
Stereo audio jack for PC (3.5mm) x 1
Stereo audio jack for PC (3.5mm) x 1
10W X 2

Jack with push button to switch
Int/ Ext

Internal

100 - 240V, 50 - 60Hz
<400 W (Max)

< 0.5 W (Stand-by/Off)

5°C ~ 40°C (41°F ~ 104°F) Landscape
5°C ~ 40°C (41°F~95°F) Portrait
20% ~ 80% (No condensation)

-20°C ~ 60°C (-4°F~140°F)
10% ~ 90% (No condensation)

Yes (M8* 600 x 400 mm)

1676.6 x 955.0 x 73.8 mm (Handle)
(66.0” x 37.6" x 2.9”)

1832.0 x 1283.0 x 280.0 mm

(72.1” x 50.5” x 11.0”)

75.0 kg (165.3 Ib)
89.9 kg (198.2 Ib)

User manual, Power cord, 15-Pin
D-sub cable, Remote control, RS-232
cable, Daisy Chain cable, Battery

Wall Mount:
Large Mounting Kit: LMK-01, LMK-03

o OPS slot ready for easy media player integration

» EcoSmart Sensor for low watt power consumption

o Built-in scheduler allows different programmer scheduling
« 8 handles mounted for easy lifting

LED-Backlit TFT LCD (IPS Panel)
84.0”

3840 x 2160 (UHD)

0.4845 mm

500 cd/m?

1,400: 1

178°/178°

1.07B

6ms

32 kHz-91 kHz
56 Hz - 75 Hz

15-Pin D-Sub

24-Pin DVI-D

HDMI2.0X 3

DisplayPort 1.2a

RCA

RCA (Share with component Y)
USB 2.0 x 1, Service Portx 1

DisplayPort 1.2a
DVI-D

2.5mm Jack
RJ45
3.5mm Jack

Stereo audio jack for video (RCA) x 2,
Stereo audio jack for PC (3.5mm) x 1
Stereo audio jack for PC (3.5mm) x 1
10W X 2

Jack with push button to switch
Int / Ext

Internal

100 - 240V, 50 - 60Hz
<600 W (Max)

< 0.5 W (Stand-by/Off)

5°C ~ 40°C (41°F ~ 104°F) Landscape
5°C ~ 40°C (41°F~95°F) Portrait
20% ~ 80% (No condensation)

-20°C ~ 60°C (-4°F~140°F)
5% ~ 95% (No condensation)

Yes (M8 600 x 500 mm)

1910.0 x 1102.0 x 77.8 mm
(75.2" x 43.4" x 3.1")

2205.0 x 1429.0 x 474.0 mm
(86.8” x 56.3” x 18.7")

70.0 kg (154.3 1b)
102.5 kg (226.0 1b)

CD ROM (user manual), Power cord,
15-Pin D-sub cable, Remote control,
RS-232 cable, Daisy Chain cable,
Battery

Wall Mount:
Large Mounting Kit: LMK-03

LED-Backlit TFT LCD (IPS Panel)
98.0”

3840 x 2160 (UHD)

0.5622 mm

500 cd/m?

1,300:1

178°/178°

1.06 B

4ms

32 kHz - 91 kHz
56 Hz-75Hz

15-Pin D-Sub

24-Pin DVI-D

HDMI2.0X 3

DisplayPort 1.2a

RCA

RCA (Share with component Y)
USB 2.0x 1, Service Portx 1

DisplayPort 1.2a
DVI-D

2.5mm Jack
RJ45
3.5mm Jack

Stereo audio jack for video (RCA) x 2,
Stereo audio jack for PC (3.5mm) x 1
Stereo audio jack for PC (3.5mm) x 1
10W X 2

Jack with push button to switch
Int/ Ext

Internal

100V, 50 - 60Hz

<700 W (Max)

< 0.5 W (Stand-by/Off)

5°C ~ 40°C (41°F ~ 104°F) Landscape
5°C ~ 40°C (41°F~95°F) Portrait
20% ~ 80% (No condensation)

-20°C ~ 60°C (-4°F~140°F)
5% ~ 95% (No condensation)

Yes (M8* 800 x 500 mm)

2193.2 x 1248.2 x 89.8 mm (Handle)
(86.4" x 49.1" x 3.5”)

2503.0 x 1569.0 x 450.0 mm

(98.5" x61.8” x 17.7")

91.4 kg (201.5 Ib)
132.5 kg (292.1 1b)

CD ROM (user manual), Power cable,
15-Pin D-sub cable, Remote control,
RS-232 cable, Daisy Chain cable,
Battery

Wall Mount:
Large Mounting Kit: LMK-03

All specifications are subject to change without prior notice.
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