Honeywell

Montage-Anschluss-Anleitung

Kompaktbedienteil fur AB-Zentralen
Art.-Nr. 010920.10

Das Kompakt-Bedienteil 010920.10 kommt bei
den Zentralen der AB-Reihe als Bedien- und
Anzeigeelement zum Einsatz. Der Anschluss an
die Zentralen erfolgt in installationsfreundlicher
BUS-Technologie.

Uber dieses Bedienteil konnen samtliche
Bedienvorgange sowie die gesamte Programmie-
rung der Zentralen vorgenommen werden.

LED-Anzeigen fir die Kriterien

- Betrieb / unscharf,

- Akkustorung,

- Alarm Bereich 1,

- Alarm Bereich 2,

- Uberfallalarm,

- Sabotagealarm,

- Stérung,

- internscharf

- Feueralarm und

- Stérung Fernsprechleitung
sind vorhanden. Bei Nichtbenutzung ist das
Bedienfeld durch eine Klappe abgedeckt.

P00443-10-002-02 VdS Anerkennung @@ Anderungen
2008-05-20 G196061 vorbehalten
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Installationshinweise

Die Anschlussleitung zum Bedienteil muss als eine abgeschirmte Leitung ausgefiihrt sein. Dabei
darf die Abschirmung nicht als 0 V-Zuleitung verwendet werden.

Die entsprechenden Leitungsquerschnitte sind den Installationsanleitungen der
Einbruchmelderzentralen der AB-Reihe (Kapitel Leitungen) zu entnehmen.

Der Anschluss der Bedienteile an die Zentrale hat wie in nachstehender Skizze beschrieben zu
erfolgen.

Zentrale Bedienteil

+12v DC

Programmierung

Die im Bedienteil befindlichen DIP-Schalter dienen zur Einstellung der Bedienteiladresse. Die
Adresszuordnung geschieht hierbei wie folgt:

i i Bedienteil 1 = Adresse 00
. Schalter 1 = OFF, Schalter 2 = OFF

Bedienteil 2 = Adresse 01
Schalter 1 = ON, Schalter 2 = OFF

(.
Nl

Bedienteil 3 = Adresse 02
Schalter 1 = OFF, Schalter 2 = ON

| I
S|

Schalter 1 = ON, Schalter 2 = ON

ﬂ ﬂ Bedienteil 4 = Adresse 03
2
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Endmontage

Nach erfolgtem Anschluss und Programmierung ist das Gehauseoberteil von oben auf das
Gehauseunterteil zu schieben und einzurasten. Nach Verschrauben des Gehauses, beiliegende

Plombenkappe einsetzen und mit VdS-Aufkleber abdecken.

g

L,

Technische Daten

Betriebsnennspannung:
Betriebsspannungsbereich:

Stromaufnahme:
Ruhestrom:

mit Summer:
Strom pro LED:

Umweltklasse gemaR VdS:
Schutzart nach DIN 40050
Betriebstemperaturbereich:
Lagerungstemperaturbereich:

Abmessungen (Lx B X T) in mm:

Farbe:

I

12V DC
10,5V bis 15V DC

25 mA
30 mA
7 mA

Il

IP 40

-5 °C bis +45 °C
-25 °C bis +70 °C

192 x 100 x 34
grauweil} (ahnlich RAL 9002)
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Anschlussplan
Bedienteil 010920.10

Zentrale
50-AB8 / 50-AB8-AWUG
100-AB8 / 100-AB8-AWUG

8 100-ABS plus
S > 100-AB8 plus/AWUG
@‘6 > & 100-AB8 plus/ISDN-AWUG
n o +
1777
) PED 0 +
SISISIS -
i ]
' !
' |
i ! Bedienteil 1
o T ]! Adresse 00
Im Verteiler verzweigen
oder im Melder durchschleifen
PED 0 +
SISSIS "
fp S
- !
' |
| ! Bedienteil 2
O Adresse 01
PED 0 +
8000 "
11105
|
- !
' |
| ! Bedienteil 3
O Adresse 02
Honeywell
PED 0 +
S8006 2
Honeywell Security Deutschland I
Novar GmbH
Johannes-Mauthe-Stralle 14 ﬁgdientei(l);
resse
D-72458 Albstadt P00443-10-002-02

2008-05-20
www.honeywell.com/security/de © 2008 Novar GmbH



Honeywell

Mounting and Connection Instructions

Compact operating unit for AB-central units
Item no. 010920.10

The 010920.10 compact operating unit is used as
an indicator and control element in AB- series
central units. It is connected to central units with
installation-friendly BUS technology.

All operating procedures and the complete
programming of the central units can be realised
with this operating unit.

LED indicators for the criteria
- operation / disarmed,
- accumulator fault,
- alarm zone 1,

- alarm zone 2,

- hold-up alarm,

- tamper alarm,

- fault,

- internally armed

- fire alarm and

- telephone line fault

are provided. The operating panel is protected by a
hinged cover when not in use.

ROCESI002:02 Approval Subject to change
2008-05-20 G196061 without notice
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Installation instructions

The operating unit connection lead must be a shielded. Shielding must not be used as a 0 V feed
line.

Please refer to the AB series IDCU installation Instructions for the correct lead cross section
(chapter: Leads).

The operating unit has to be connected to the central unit as shown in the following illustration.

central unit operating unit

Programming

The DIP switches located in the operating unit are used to set the operating unit address. Address
allocation is realised as follows:

i i Operating unit 1 = Address 00
. Switch 1 = OFF, Switch 2 = OFF

Operating unit 2 = Address 01
Switch 1 = ON, Switch 2 = OFF

(.
Nl

Operating unit 3 = Address 02
Switch 1 = OFF, Switch 2 = ON

| I
S|

Switch 1 = ON, Switch 2 = ON

ﬂ ﬂ Operating unit 4 = Address 03
2




Mounting and Connection Instructions Compact Operating Unit 010920.10

Final assembly

The upper housing element has to be pushed onto the lower housing element and engaged after
connection and programming are completed. Apply the seal cap provided after screwing the

housing into position and cover it with the VdS label.

g
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Technical data

Operating voltage:
Operating voltage range:

Current consumption:
No-load current:

With buzzer:

Current per LED:

Environmental class in acc. with VdS:
Protection class in acc. with DIN 40050
Working temperature range:

Storage temperature range:

Dimensions (L x W X D) in mm:
Colour:

I

12V DC
10.5Vto 15V DC

25 mA
30 mA
7 mA

Il

IP 40
-5°Cto+45°C
-25°Cto +70 °C

192 x 100 x 34
grey-white (similar to RAL 9002)
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Connection diagram

operating unit 010920.10

@®
Data

ov

Central unit
50-AB8 / 50-AB8-AWUG
100-AB8 / 100-AB8-AWUG

+12V DC

100-AB8 plus
100-AB8 plus/AWUG
100-AB8 plus/ISDN-AWUG

1

-

\
T

PED 0 +

S |

Split in distributor or
loop through detector

[R Ry S

Op. unit 1
Address 00

PED 0 +

[R R

Op. unit 2
Address 01

PED 0 +

Honeywell

[R R

Op. unit 3
Address 02

PED 0 +

Honeywell Security Deutschland

Novar GmbH
Johannes-Mauthe-Stralle 14
D-72458 Albstadt
www.honeywell.com/security/de

P00443-10-002-02
2008-05-20

© 2008 Novar GmbH

Op. unit 4
Address 03

P00443- 10- 00202

A

|
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