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2 Montage-Anschluss-Anleitung Innensirenen - Modul

1. Allgemeines

Dieses Modul erganzt die Palette der BUS-1-Teilnehmer um die Mdglichkeit der akustischen
Weiterleitung von "programmierbaren Ereignissen” im Innenbereich.

Wie bei allen BUS-1-Teilnehmern ist auch dieses Modul mit einem Sabotagekontakt ausge-
rustet. Als Besonderheit ist die in 5 Stufen (von ca. 60 dBA bis 95 dBA) einstellbare Lautstarke

hervorzuheben.

Mechanisch und optisch fiigt sich dieses Modul in die Bedien- und Anzeigetableaus der Produkt-

Serie 012600 ein.

2. Funktionsbeschreibung

Entsprechend der Systemprogrammierung der Zentrale wird das Innensirenen-Modul aktiviert.
Um eine Falschausldsung sicher auszuschlieRen, wird dieses Ansteuersignal um ca. 1 Sekunde
verzbgert. Das bedeutet, dass die Akustik nur dann angesteuert wird, wenn zweimal eine Auf-
forderung der Zentrale erfolgt oder mindestens eine Sekunde lang ansteht.

3. Programmierung
3.1 Codierschalter

Die im Innensirenen-Modul befindlichen DIP-
Schalter dienen zur Codierung der BUS-1-
Teilnehmeradresse. Die einzelnen Codierungen
sind dem Programmierprotokoll der Einbruch-
melderzentrale zu entnehmen.

Beim Anschluss eines Innensirenen-Moduls
muss der Zentrale bei der Programmierung im
Menupunkt "GRUNDAUSWAHL / BUS-
Teilnehmer" die entsprechende Adresse mit der
Funktion "Innensirene" zugewiesen werden.
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4. Anschlussplan

Codierschalter fur
Adressenprogrammierung

©oN
\rmvoor«)

Lautstarke/dBA
Briicke 1 ]

Hinweis

S +12V DC
ST1 &= Daten
S oV BUS-1-
S +12V DC Anschluss
SPe> Daten
= ov

Die BUS-Anschlusstechnik arbeitet ohne Abschlusswiderstand. D.h., dass am letzten Melder der
BUS-Leitung kein Abschlusswiderstand erforderlich ist.

5. Installationshinweise

Die BUS-Anschlussleitung muss als eine
abgeschirmte Leitung ausgefiihrt sein.
Dabei darf die Abschirmung nicht als 0 V-
Zuleitung verwendet werden. Die ent-
sprechenden Leitungsquerschnitte sind der
Errichteranleitung der entsprechenden
Einbruchmelderzentrale (Kapitel Leitungen)
zu entnehmen.

Weiterhin ist darauf hinzuweisen, dass der
Anschluss der Abschirmung mdglichst kurz
ausgefihrt wird, da sonst die Gefahr eines
unbeabsichtigten Kurzschlusses besteht.

Abschirmung
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6. Programm

Art.-Nr. 043050

Zubehor

Art.-Nr. 012600

Art.-Nr. 012601

Innensirenen-Modul
Die Auslieferung erfolgt ohne aP- oder uP-Gehause

aP-Grundgehause fiir 1 Modul,
Abmessungen B x Hx T in mm 79 x 115 x 50

uP-Grundgehause fir 1 Modul,
Abmessungen B x H x T in mm 79 x 115 x 50
Rahmung B x H in mm 109 x 145

Weiteres Zubehor entnehmen Sie bitte unserer Produktliste.

7. Technische Daten

Betriebsnennspannung 12V DC
Betriebsspannungsbereich 10 V bis 15V DC
Stromaufnahme bei U

in Ruhe < 500 mA

aktiv mit 60 dBA 4 mA

aktiv mit 70 dBA 10 mA

aktiv mit 80 dBA 22 mA

aktiv mit 90 dBA 35 mA

aktiv mit 95 dBA 80 mA
Umweltklasse gemafs VdS Il
Betriebstemperaturbereich -5 °C bis + 45 °C
Lagerungstemperaturbereich -25 °C bis + 70 °C

Farbe

grauweil} (ahnlich RAL 9002)
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8 Mounting and Connection Instructions Indoor Siren Module

1. General

This module complements the range of BUS 1 users by enabling the possibility of acoustical
transmission of "programmable events" indoors.

As is the case with all BUS 1 users, this module is also equipped with a tamper contact. A
distinguishing feature is the 5-stage (from approx. 60 dBA to 95 dBA) settable loudness level.

As far as the mechanical and optical features of this module are concerned, this module belongs
to the control and annunciator panel of the product series 012600.

2. Functional description

The indoor siren module is activated according to the system programming. In order to prevent
incorrect triggering, this actuation signal is delayed by approx. 1 second. This means that the
siren is only triggered when the central control unit actuates it twice or actuation has been
impending for at least a second.

3. Programming
3.1 Encoding switch

The DIP switches in the indoor siren module ON ON .

All switch t
are fgr coding_the BUS 1 user agdress. The f i i i i i i ..OFS;Y.I F(J;o;?i:n
individual codings can be found in the OF 1]2]3]4]5]¢
programming protocol of the intrusion 12481632
detection central unit. Valence
When connecting an indoor siren module, Address 1 Address 2 Address 3
the corresponding address with the function o N N
“Indoor siren” must be allocated to the @EEEEE ;;EEEE !];EEEE
central control unit via the programming in
the option "BASIC SELECTION / BUS
users". Address4 Address 5 Address 6

ION ION [ON|
o HHW‘ =l 1
112(3]4]5]¢6 112]3]4]5]¢6 112[3)4[5]|6

Address 61 Addr.ess 62 Address 63

el e s
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4. Connection diagram

Encoding switch for
address programming

I ’:|.|:|_|:|_|:|.|:|.|:||I E
n

Bridge 1 ] —_— +12V DC
ST1 & Data
S oV BUS 1
—_— +12V DC connection
ST2& Data
S jov

Note

The BUS connection technology operates without a terminating resistor. i.e. the last detector of
the BUS line does not require a terminating resistor.

5. Installation

The BUS connection line must be Shielding
shielded. The shielding should not be

used as a 0 V feed line. The correspon-
ding line cross-sections can be found in

the installation manual of the relevant {
intrusion detection central unit. (Chapter

on lines).

Keep the shielding connection as short as

o
TANSO—M

—

possible to avoid the risk of an unintentio-
nal short circuit.

LLTET)
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Mounting and Connection Instructions Indoor Siren Module

6. Program

Item no. 043050

Indoor siren module

Delivery is without s.m. or f.m. housing

Accessories

Item no. 012600

s.m. standard housing for 1 module,

Dimsions W x H x D in mm 79 x 115 x 50

Item no. 012601

f.m. standard housing for 1 module,

Dimensions W x H x D in mm 79 x 115 x 50

Frame W x H in mm

109 x 145

Please refer to our product list for further accessories.

7. Technical data

Rated operating voltage
Operating voltage range

Current consumption at U,
When idle
Active with 60 dBA
Active with 70 dBA
Active with 80 dBA
Active with 90 dBA
Active with 95 dBA

Environmental class as per VdS
Operating temperature range
Storage temperature range

Colour

12VvDC
10Vto 15V DC

<500 mA
4 mA

10 mA
22 mA
35 mA
80 mA

Il
-5°Cto+45°C
-25°Cto +70 °C

Grey white (similar to RAL 9002)
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