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Installationsanleitung 
Bausatz Unterputz-Wandeinbau 154438 
für Schlüsselschalter SS 90 
 

Montage 

• Aussparung für Unterputz-Dose am Montageort vorbereiten 
Maße (B x H x T): 110 x 158 x 47 mm 

• Kabeleinführung der uP-Dose durchstossen und Anschlusskabel einführen  
(Kabelvorrat in ausreichender Länge vorsehen) 

• uP-Dose lagerichtig einsetzen (Hinweis in der Dose beachten) und bündig mit der Wand 
einputzen 

• Vertiefungen der uP-Dose durchbohren und vier entsprechende Dübel einsetzen 
• Schlüsselschalterunterteil mit Dekorrahmen montieren und mit vier Schrauben befestigen 

 

Schlüsselschaltergehäuse mit Dekorrahmen steht im eingeputzten Zustand ca.  
17 mm vor! 
Zur Anschaltung die Dokumentation des Schlüsselschalters beachten! 
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Installation Instruction 
Flush mounting Kit 154438 
for Key switch SS90 
 

Mounting 

• Prepare the recess area for the flush mounted box at a suited mounting place, 
Dimensions (W x H x D): 110 x 158 x 47 mm 

• Pierce cable entries of the flush mounted box and insert cable  
(leave spare cable with appropriate cable length) 

• Fit flush mounted box in the correct positional arrangement (Observe information in the 
box) and plaster it with a flush fitting in the wall 

• Pierce the holes in dents of the flush mounted box and insert four suited dowels 
• Mount bottom part and faceplate of the key switch and fix it with four screws 

 

The housing of the key switch with cover juts out from the wall of approx. 17 mm! 
Observe the technical manual of the key switch before wiring! 
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